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NATIONAL FOREWORD 

This Indian -Standard ( Part 3/Sec 1 ) which is identical with lEC 60264-3-1(1999) 'Packaging of winding 
wires — Part 3-1 : Taper barrelled delivery spools — Basic dimensions' issued by the International 
Electrotechnical Commission ( lEC ) was adopted by the Bureau of Indian Standards on the recommen- 
dation of the Winding Wires Sectional Committee ( ET 33 ) and approval of the Electrotechnical Division 
Council. 

This standard is one of a series which deals with insulated wires used for winding wires in electrical 
equipment. The series comprises three groups describing: 

Methods of test (IS 1 3778/1 EC 60851 ) 

Specification for particular types of winding wires (IS 1 3730/IEC 6031 7) 

Packaging (IS 14841/iEC 60264) 

The text of lEC standard has been approved as suitable for publication as Indian Standard without devia- 
tions. Certain conventions are, however, not identical to those used in Indian Standards. Attention is 
particularly drawn to the following: 

a) Wherever the words 'International Standards' appear referring to this standard, they should be read 
as 'Indian Standard'; and 

b) Comma (,) has been used as a decimal marker while in Indian Standards, the current practice is to 
use a point (.) as the decimal marker. 

Only the English text of the International Standard has been retained while adopting it as Indian 
Standard. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final 
value, observed or calculated, expressing the result of a test, shall be rounded off in accordance with 
IS 2 : 1960 'Rules for rounding off numerical values ( revised y. The numberof significant places retained 
in the rounded off value should be the same as that of the specified value in this standard. 
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1 Scope 



This part of lEC 60264 specifies basic dimensions for iaper barrelled delivery spools for 
winding wires, with the aim of standardizing them. 

2 Dimensions 

The dimensions and tolerances for taper barrelled delivery spools are given in table 1 and 
table 2 in accordance with figure 1. 

NOTE Figure 1 is given to identify the dimensions specified and is not Intended to show any particular 
construction. 

Table 1 - Dimensions for standard spools 









Dimensions 










Spool 
type 






mm 










d^ 


d2 


rfa 


tf4 


'1 

max. 


h 


^1 


max. 


z 


y 


Nominal 


Tolerances 


200/315 


200 


125 


190 


112 


315 


265 


+ 0,3 



7 


25 


0.4 


0,3 


250/400 


250 


160 


236 


140 


400 


335 


.0,6 


15 


32,5 


0,6 


0,4 


315/500 


315 


200 


300 


180 


500 


425 


.0,8 


20 


37,5 


1,0 


0,6 


400/630 


400 


250 


375 


224 


630 


530 


+ 1,0 



30 


50 


2.0 


1.0 


NOTE The 


datum face should be agreed 


between 


supplier and purchaser. 











Table 2 - pimensions for special applications 



Spooi 
type 


Dimensions 

mm 


d^ 


d2 


^3 


^4 


max. 


k 


t^ 


max. 


z 


y 


Nominal 


Tolerances 


500/800 
630/1 000 


500 
630 


315 
400 


475 
600 


280 
355 


800 
1 000 


670 
850 


+ 2,0 



30 
30 


65 
75 


2.5 
3,0 


1.5 
2,0 


NOTE The datum face should be agreed between supplier and purchaser. 



3 Material 

Requirements shall be stated in the purchaser's order. 
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Datum face 



Detail X (only applicable 
to spool types of table 1 ) 



Dimensions in miiiimetres 



Figure 1 - Taper barrelled delivery spool 
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